
ADVANCED TECHNOLOGY
Developed with advanced NEXT GENERATION
microbolometer technology.

RUGGED AND WATERPROOF
Rugged design with integral rubber eye cup can 
survive accidental drops and underwater submer-
sion to 9 feet.

EASY TO CARRY
Pocket-sized, weighing only 13 ounces.
Detects human activity from over 300 meters away.

INTERFACE CONNECTIONS
Sealed cover for enclosing video and power jacks

STANDARD BATTERIES
Operates for up to 6 hours on 2 commercial AA bat-
teries.
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D e e p  S t r i k e

B u i l d i n g  C l e a r i n g

Offering the same ease of use and 
durability of its X100XP predeces-
sor, the new lightweight X-150 
has a longer operating life of six 
hours and can detect activity from 
more than 1,000 feet away in total 
darkness. The X-150 incorporates 
a next generation maintenance 

free thermal engine for improved 
image clarity and picture defi-
nition. The increased sensitivity 
gives users a more sophisticat-
ed and detailed processed image 
with enhanced gradations of black 
and white for even greater sharp-
ness and clarity.

X150
X150 Rugged Thermal Pocket Scope



6620 S. Tenaya Way #100
Las Vegas NV 89113
(702)369-3966
f. (702)369-3977

I N C L U D E D
X-150 Thermal Imaging Camera
Hard Protective Case
2 AA Alkaline Batteries
Neck Strap & Wrist Strap
Lens Cover
Lens Cleaning Cloth
Rubber Eyecup
Tripod Mount (1/4 - 20)
Operator’s Manual
1 Year Warranty

O P T I O N A L
• 2x Lens Adapter
• 3x Lens Adapter
• Video Cable
• Extended Warranty
 

The X150 provides an officer the ultimate 
safety and security solution An incredibly 
clear picture of the surrounding scene, up to 
1000 feet, through the use of superior imag-
ing software. You can easily monitor suspects 
without their knowledge, day or night and 
easily spot a fugitive hiding in thick foliage or 
under a vehicle.

Shown with optional 2x lens adapter

Specifications...
Sensor

7-14 micron uncooled amorphous silicon microbolometer

Objective

Lens Focal Length -  25mm

FOV - 17°H x 13°V (increased FOV over X100xp predecessor)

Eyepiece

 Integral to camera body with 2” eye relief

Size

5 1/4” L x 4 1/2” W x 2” H (13.4 x 11.4 x 5.1 cm)

Weight

13 oz (381g), batteries installed

Video Output
Analog NTSC or PAL on rear outlet Jack7

Electrical
Two (2) AA batteries

Operating Time	 ~ 3 Hours with alkaline ~7 Hours with 

lithium [77°F 

Wa t e r p r o o f  t o  9 f t 
( 3 m )  s u b m e r s i o n , 
b u o y a n t  i n  f r e s h 
w a t e r  S h o c k p r o o f 
t o  6  f t  ( 2 m )  d r o p

For more information on any of our 

products or services please visit us 

on the Web at: 

www.imaging1.com

INNOVATION IN ALL AREAS OF DIS-

COVERY AND DEVELOPMENT WITH 

PROGRAMS FOCUSED ON UNIQUE 

MILITARY NEEDS.


